In this paper, we experimentally compare several core structures of Microstructured Optical Fibers (MOFs) for low-finesse Fabry-Pérot (FP) sensors. These sensors are designed for Volatile Organic Compounds (VOCs) measurements. We deposit Indium Tin Oxide (ITO) thin films by sputtering on the MOFs and different optical phase responses of the FP were measured for saturated atmospheres of ethanol. The sensitivity of the developed sensors is demonstrated to depend on the geometry and the dimensions of the MOF-cores. The sensors show recovery times under 100 s and the baselines are fully recovered after exposure to VOC.
Introduction
Nowadays, the development of applications related to VOCs is experiencing a considerable growth due to their toxicity for humans and the hazard that they suppose for the environment, among others reasons. Optical fiber sensors based on different operating principles such as Lossy Mode Resonances (LMRs), fiber etching or tapering of fibers, have been used in the development of devices for these applications [1] [2] [3] [4] [5] . Another interesting case are the sensors based on MOF, which have attractive features to detect VOCs. MOFs present relatively large air holes surrounding a small core (typically few µms of diameter) which seem to be suspended along the fiber length and maintained by small silica bridges which facilitates the absorption and desorption of VOC molecules and increases the evanescent field of the guided light. Some papers confirm this assumption and encouraged us to carry out a study of different cores geometries of MOFs to improve the sensitivity of previous demonstrated devices [6] .
Experimental Details
Three different sensors were fabricated by splicing a single mode fiber to ~1 mm of a new rectangular-shape core MOF developing a Low-finesse Fabry Pérot interferometer. Those fibers were fabricated using the stack and draw process [7] . They are formed by four large air holes divided by a rectangular core with different dimensions and structures. MOF-1 and MOF-2 showed a solid rectangle core of 2.62 µm by 1.02 µm and 3.1 µm by 4.4 µm, respectively. The third sensor, MOF-3, also showed a rectangle core (2.73 µm by 4.2 µm) with another hole (with a diameter of 761.1 nm, Figure 1B ) in its center (see Figure 1 ). Theoretically, when the fiber core is smaller, the interaction of the evanescent field with the surrounding external medium is stronger and this structure magnifies this effect. In the specific case of the MOF-1, this sensor shows high insertion losses when the light is coupled into its core, and the optical power obtained in the optical interrogator is lower than in the other two cases. Therefore, in terms of core size, there is a tradeoff between evanescent field interaction and optical transmitted power.
The sensing material selected was ITO because it has been previously used to detect successfully VOCs. This metallic oxide changes its refractive index in presence of different VOCs. Thus, an ITO thin film was deposited onto the head and into the walls of the MOF using a sputtering machine (Pulsed DC sputtering System, Nadetech Innovations) with a partial pressure of argon of 5 × 10 −2 mb, a current of 160 mA and a voltage of 190 V during 10 min. The distance between the target of ITO and the head of the sensor was set at 5 cm. The interaction between the evanescent field of the guided light along the MOF and the ITO thin film deposited into the walls of the MOF is the main transduction mechanism which governs the behavior of this sensor [6] . The nanofilm obtained with 10 min ensures that this interaction is possible with high sensitivity [8] .
The set up proposed to carry out the measurements was an in-reflection one using a commercial optical interrogator (Smartec SM 125) (see Figure 2) . It was used both to illuminate the MOFs as well as to analyze the sensor responses; in this manner, it is possible to interrogate a sensor within one single channel. The responses of the sensors towards ethanol were performed placing the sensors in a metallic cell and injecting a volume of ethanol in order to achieve a saturated atmosphere of it. 
Interrogation Technique
Sensors' response towards ethanol was measured using the Fast Fourier Transform (FFT); it is possible to work with this technique because the output optical signals of the 3 MOFs describe a periodic sinusoidal function (see Figure 3A) . As it can be observed in Figure 3B 
Results and Conclusions
As it can be observed in Figure 4 , the three sensors showed different phase shift responses when they were exposed to saturated atmospheres of ethanol. In the first case, MOF-1 showed a maxima phase shift of 0.685 radians, which implies the lowest sensitivity among the sensors. As it was previously mentioned, it is a consequence to the dimensions of the core, which make difficult to couple light into the sensing section of the structure, and consequently, the sensitivity of the sensor is reduced. Sensors fabricated with MOF-2 and MOF-3, with bigger cores, showed higher sensitivities. Although the external dimensions of the cores of these last fibers are similar, the maxima phase shift obtained for MOF-3 (5 radians) is five times greater than the maxima phase shift obtained for MOF-2 (1 radian). This increment in the sensitivity is produced by the effect of the MOF-3´s core hole. This hole causes that the light travels less confined along the core (in comparison with MOF-2). Thanks to this fact, the penetration depth of the evanescent components of the fields is increased and consequently, its interaction with the ITO thin film and the sensor sensitivity. Furthermore, the sensors' response was repetitive and the sensors reached the baseline in a short period of time (below 100 s) after every exposure to VOC.
Finally, we can infer that the geometry of the core and its dimensions play an important role in the sensitivity of the MOF-sensors, so it is crucial its correct design and optimization. 
